
 

 

HRN-CW03S3 Installation Guide 

Purpose: 

The HRN-CW03S3 is used for installation in vehicles or assets where no engine data is 
available or required.  It has three wires that are connected to Power, Ground, and Ignition 
and can be used with either a  GO6 or GO7.  GO6 does not have an “ingition pin” so 
it will behave the same with the 3-wire as it does with the 2-wire.  This harness 
allows for a basic connection to any vehicle, giving ignition (for GO7) and GPS 
tracking. These harnesses are typically used in vehicles pre 1996 without an 
OBDII connector, Golf Cart, Bull Dozer, Gator, etc. This type of installation will 
not send engine data. 

Installing the HRN-CW03S3 with a GO7 

There are three points of connection when using the HRN-3WCP: 

● BLACK - this wire is the GROUND wire, it must be connected to a known
good chassis ground.
● YELLOW - this is the ignition sense wire, it must be connected to a true
ignition source (Live with key in both the ON and RUN positions, dead when key
is off)
● RED - this wire is the 12v constant wire. It must be connected to a true
battery source (Live at all times)

The red and yellow wires need to be connected to a fused source, or fuses must be 
installed. 
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Installing the HRN-CW03S3 with a GO6 

The Ignition wire should be taped off and not connected. De-pin or cut off the 
YELLOW wire of the HRN-CW03S3 if never planning on re-installing with a GO7. 

 

Detecting Ignition using the 3-wire harness 
 

If an asset is installed with a GO7 and using the 3-wire harness with all 3 wires 
connected properly, the GO7 will detect the Ignition wire and use it for Ignition 
sensing purposes.  
 
If an asset is installed with a GO6 and a 3-wire harness, the GO6 will default to 
detecting ignition using the “Active Tracking” algorithm. “Active Tracking” uses 
accelerometer movement and GPS position change to track the vehicle 
movement and will mark the Ignition as on.  It is not as accurate at 
determining Ignition as actually connecting to the Ignition source and cannot 
be used for idling or similar purposes.  
 
“2-wire” is an additional method used by the GO6. It attempts to determine 
Ignition based on Voltage along with GPS and accelerometer. This should only 
be used with GO6 devices where Active Tracking does not provide the accuracy 
necessary. 2-wire ignition sensing requires a parameter to be set - please 
contact Support if this method is required. 
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